
Overview Bakeware Coil Products
GOOD BETTER BEST

ILAFLON®
Select R One Coat

ILAFLON®
Select R Two Coat

ILAFLON®
Select R FF Two Coat

ILAFLON®
Resist R Plus

ILAFLON®
Resist R Plus FF

ILAFLON®
Triplus

ILAFLON®
Professional R

PFAS-free * PFAS-free *
also available with Swiss Shield

Characteristics

Quality level for
consumers  S                 S     S

Basis PTFE / Resin PTFE / Resin Resin PTFE / Resin Resin Fluoropolymere / Resin Fluoropolymere / Resin

Number of layers 1 2 2 2 2 3 2

Coating thickness µ [mils] 5 - 7 [0.19 - 0.27] 10 - 12 [0.39 - 0.47] 10 - 12 [0.39 - 0.47] 12 -14 [0.47 - 0.55] 12 -14 [0.47 - 0.55] 22 - 25 [0.87 - 0.98] 12 - 20 [0.47 - 0.79]

Curing temperature °C [°F]  370 [698] 370 [698]  370 [698] 380 [716] 380 [716] 380 [716] 390 [734]

Service temperature °C [°F] 230 [446] 230 [446] 230 [446] 230 [446] 230 [446] 230 [446] 230 [446]

Color variety muted colors
feasible

various color options  
feasible

various color options
feasible

various color options
feasible

various color options
feasible

muted colors
feasible

various color options
feasible

Performance profile

Abrasion (BS)                 

Non-stick                     S     S

Stain resistance                  S     S

Corrosion resistance                       

* for more information about PFAS-free please see www.ilag-group.com/en/pfas-free-coatings
Test results are based on ILAG standard test and conditions. 
ILAG coatings applied in the right way can be used for food contact materials according to the European legislation.
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